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Bench Planes 

aintenance 

* Place on dide or in well of bench 
when not in ude 

* Retract Cutter after ute 

* Never run finger! along Sole of Plane 

* Never strop Cutter in palm of hand 

* Alwayd keep Cutter iharp 

* Keep bare metal durfaced lightly oiled 

* Avoid excedd pressure on lever Cap 

Can you, add any more ? 


Frog Adjustment 


Adjust Frog 
to Open/Closi 
mouth 


Mouth Opening -. 10mm or less 

for fine finish on hardwood 

approx, 20mm 

for general purpose work. 
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Cutter Maintenance 


Preparation: 

1 Lift and, Remove 
Later Cap 


4 Hold Cutting Iron at 30' 
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When to Grind 
a Cutting Iron 

1 Whenthe Bevel has , 

hem rounded / 


Ay careless sharpening 

2 When, the Bevel has been 


wont, down Ay much / 

sharpening ' 

l/j 

3 When the Cutting 

/ H 

Edgeis nicked / 

4J 

What is the fue of the Grinding Angle ? 
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Chopping Operations 


n/ 


Wood secured on 
solid part of bench 



Waste Wood 



X 


Chmp used incorrectly! 
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N£V£R TRY AND CUT 
TOO MUCH MATERIAL 




Main Blade Patterns: 
CfS£C0RR£CTCMS£O 

FIRMER n- 


Bern 


MORTISE 


X 





HEAVY MORTISING 


chisel 'S Firmer chisel X 

inr inr 




Where do-you use a Firmer c/usel? 
Where do-you use a Mortise chisel? 




Screwdrivers Safety 


Use correct site Screwdriver 




W Posidm! 

35 )****► 


Phillipi 



* Never use a Screwdriver with 
rounded w l 
edges or tips [ ] 



Damaged Screws : 


*Never hold the v 

a«,»\ 

one hand: tcrewUa, \ 

\ X twa handed 

/ °f feratUm ' 


* Never use a Screwdriver 
near a live wire: 


X 



Uie an insulated , 
Screwdriver ^ 
for Bectrical work* 


NR ALWAYS DISCONNECT CURRENT 
BEFORE WORKING 



* Never use a 
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Always drill a pilot hole when 
drivina screws* 



A little wok on the earn too dose to the end of 

thread will me the job. * fe< * w * wUfwa *** 

drilling a pilot hole. 


* Never use a Screwdriver with 
a split or broken handle* 

f x 




Hammer Safety 


Common Patterns 

CLAW- Utei-Driving 
and Withdrawing 


Common Haiti 


Round Oval 
Continuous curve 


the shank. This prevents excessive 


WARRINGTON- U4ei-Light duties 
Small Naiti 


\Q Panel Pin 

The cross petit of a Warrington hammer touted to 4tart 



BAU P£/N or ENGINEERS - 

Uses-Metal- working 



BaUPeln 


Safety 

* Use correct size hammer 
forjoh. 


* Never strike two 
hammers together 


% 


* Never use a hammer 
with a loose head. 


min 1 1 



x 
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* Wear eye protection for 
hardnails and metal. 



* Never strike cold 
cAUeli or hard 
objects with a 
nail hammer. 


What Should 
you use? 


* Never uie the side of a hammer. 



X 
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* Keep clem andregularty 
inspect for wean 

A dirty hammer faeetendsto slip and 



Emery Cloth 
or Fine Glass Paper 


* Never use a hammer with 
a damaoed head. 



or report to person in charge 


